
EPX-Series   
Digital Portable X-ray



03ecotron02

Digital Portable X-ray System

EPX-F1600  

EPX-F3200  

EPX-F2400  

EPX-F4000  

EPX-F2800  

EPX-F5000  

Model EPX-F1600 EPX-F2400 EPX-F2800 EPX-F3200 EPX-F4000 EPX-F5000
Max. Output(kW) 1.6 kW 2.4 kW 2.8 kW 3.2 kW 4.0 kW 5.0 kW
kV Range 40 - 90 kV 40 - 100 kV 40 - 120 kV 40 - 100 kV 50 - 110 kV 50 - 110 kV
mA Range 12 - 30 mA 16 - 40 mA 12 - 40 mA 25 - 60 mA 20 - 80 mA 20 - 100 mA
mAs Range 0.4 - 100 mAs 0.4 - 100 mAs 0.4 - 100 mAs 0.4 - 100 mAs 0.4 - 100 mAs 0.4 - 100 mAs
Focal Spot 0.8 mm x 0.8 mm 1.2 mm x 1.2 mm 1.2 mm x 1.2 mm 2.0 mm x 2.0 mm 1.8 mm x 1.8 mm 1.8 mm x 1.8 mm
Target Angle 16° 16° 16° 20° 15° 15°
Anode Heat Storage 10kHU 50kHU 50kHU 40kHU 42kHU 42kHU
Power Input 110 / 220 VAC 110 / 220 VAC 110 / 220 VAC 200 / 220 VAC 200 / 220 VAC 200 / 220 VAC
Frequency / Phase 50 / 60 Hz, single 50 / 60 Hz, single 50 / 60 Hz, single 50 / 60 Hz, single 50 / 60 Hz, single 50 / 60 Hz, single 
Dimensions (mm) 335 x 153 x 170 360 x 200 x 190 360 x 200 x 190 360 x 200 x 190 360 x 200 x 190 360 x 200 x 190 
Packing Size (mm) 520 x 400 x 330 520 x 400 x 330 520 x 400 x 330 520 x 400 x 330 520 x 400 x 330 520 x 400 x 330
Weight 8.0 kg 13.0 kg 13.0 kg 13.0 kg 13.0 kg 13.0 kg
G-Weight 18.0 kg 22.0 kg 22.0 kg 22.0 kg 22.0 kg 22.0 kg
PROM Memory 18 6 6 6 6 6
Collimator Lamp LED
Collimator Auto Timer 30 sec
Min. Light Field 0cm x 0 cm at  100cm SID
Max. Light Field 43cm x 43cm at 100cm SID  or  43cm x 43cm at 75cm SID
Included Accessories Carrying case, Hand switch, Power cable 6M
Certification CE , FDA CE , FDA CE , FDA CE , FDA CE , FDA CE , FDA 
Warranty 24 Month

Specification

▪ Compact size & light weight	 ▪ Powerful kv range 120kv (2.8kw model)



Digital Portable X-ray
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EPX-F3200B & EPX-F5000B (Battery Portable X-ray System)

Model EPX-F3200B EPX-F5000B
Max. Output Power 3.2kW 5.0kW

kv Range 40 ~ 100kV 40 ~ 120kV

mA Range 20 ~ 50mA 20 ~ 100mA

mAs Range 0.4 mAs ~ 100mAs 0.4 mAs ~ 100mAs

kV/mAs Deviation ±5% ±5%

Battery Voltage DC 54.6V DC 54.6V

Battery Charger Input: AC 100-240V, 2.5A / Output: DC 54.6V, 2A Input : AC100V~240V, 2.5A / Output : DC54.6V, 2A

Tube Focal Spot 1.8mm x 1.8mm 1.8mm x 1.8mm

Tube anode heat storage 42KHU 42KHU

Target Angle 15˚ 15˚

Total Filtration  3.0mm Al 3.0mm Al

Collimator

Min. X-ray Field Size 0cm  x  0cm at 100cm SID 0cm  x  0cm at 100cm SID

Max. X-ray Field Size 43cm x 43cm at 100cm SID  or  43 x 43cm at 75cm SID 43cm x 43cm at 100cm SID  or  43 x 43cm at 75cm SID

Timer Push button illuminator with 30sec timer Push button illuminator with 30sec timer

LED Lamp LED 3.0V, 3A, 10W LED 3.0V, 3A, 10W

Dimension (mm) 412 x 200 x 207mm 412 x 200 x 207mm

Net Weight 15.7kg 16.8kg

Specification

▪ Innovation designed Ultra-Light, High Frequency Battery Portable X-ray 		

▪ High Performance Battery Portable X-ray System 	

▪3.2kW & 5.0kW High-power Battery Portable X-ray System
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Flat Panel Detector

▪14 x 17 or 17 x 17 inch Wireless Flat Panel Detector
	 Amorphous Silicion type / Scintillator : CsI / Pixel Pitch : 140um

User friendly software

Digital Radiography Software

The fastest pre processing & post processing

Control with various DR model
(universal, full, mobile, table, stand type and etc..)

Various image handling
(Rotation, Annotation, Masking, ROI)

DICOM 3.0 Compatible

AI software included for human chest exam.
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Mobile Stand for portable X-ray

Storage box for 
flat panel detector

Tray for laptop

[ EMS-1000 ]

[ EMS-H ]

[ Aluminium Carrying case ]

Digital Portable X-ray
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EPX-F1600B 
Battery portable 
X-ray 

Smart Battery 
Management Software

Collimator

Battery with super cap tech

Strong Membrane console

- Easy check a battery states
- Battery change alarm
- Variable battery manage program

- High Lux LED light
- Dual laser pointer
- Inside built-in collimator
- Easy field size control

- Long life battery
- Quick charge
- 450 exposure with full charge 
	 (at 80kv, 2mAs)
- Easy change battery pack

- Easy Operation
- Remote Diagnostic PC program
- Body part APR

< robust and secure connection >

Model EPX-F1600B
Max. Output Power 1.6kW

kV Range 40kV - 90kV

mA Range 10mA - 20mA

mAs Range 0.4 mAs ~ 32mAs

Focal Spot 0.8mm x 0.8mm

Target Angle 16˚

kV/mAs Deviation ±3% / ±5%

Battery Charger Input Power Free voltage 110-220V

Battery Voltage 29.4VDC

Total Filtration 3.0mm

Collimator

Min.X-ray Field Size  0 cm x 0 cm at 75cm SID

Max.X-ray Field Size  43cm x 43cm at 100cm SID  or  43cm x 43cm at 75cm SID

Timer Push button illuminator with 30sec timer

LED Lamp LED 3.0V, 2.16A, 6.5W

Weight 8.2kg

Specification
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Digital  Veterinary 
X-ray System 

[ VET-R Series (VET-32R , VET-40R) ]

[ Portable X-ray with table ]

X-RAY TUBE

CONSOLE

Flat panel detector

Flat panel detector

DUAL FOOT SWITCH

DUAL FOOT SWITCH

MONITOR

COLLIMATOR

CONVENIENT

SIMPLE

ADVANCED 
HIGH FREQUENCY GENERATOR

TABLE

TABLE

- Max 125kV
- Focal Spot 1.0/2.0mm
		  or 0.6/1.2mm

- Easy Operation
- 3,000 Anatomical programs

- 14 x 17 inch or 17 x 17 inch 

- 14 x 17 inch or 17 x 17 inch 

- 4-Way Float Top Table Moving
- Hands Free Colimator Lamp Control

- 4-Way Float Top Table Moving

- 19" Display
- Acquired images are Displayed

- LED Collimator Lamp
- Integrated Laser Aimer

- Compact Designed for Moving

- Compact Design
- Easy Install
- Easy Detector Interface

- Output Power 32kW or 40kW

- 4-Way Folat Top Table
- Design for Veterinary

- 4-Way Folat Top Table
- Design for Veterinary
	 Applicatin

PORTABLE X-RAY GENERATOR
- Model: EPX-F2800/Output Power 2.8kW
		  Single Phase 120VAC
		  Max 120kV / Max 40mA
- Model: EPX-F5000/Output Power 5kW
		  Single Phase 220VAC
		  Max 120kV / Max 100mA
- Membrane Operation Console

Digital Portable X-ray
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4F&5F Hanshin IT Tower Ⅱ, 47, Digital-ro 9 gil, Geumcheon-Gu, Seoul, 08511 Korea 

Tel: +82-02-2025-3760    Fax: +82-02-2025-3764    Email: export@ecotron.co.kr

Product Specification

System
Model VET-32R VET-40R

X-ray Tube
Model TOSHIBA E7239X
Max. Power 125kVp
Max. Heating Unit 140kHU (100kJ)
Nominal Focal Spot 1.0@Small , 2.0@Large
Max. Tube Current 350mA@Small , 600mA@Large
Max. Voltage to Ground 65kV
Filtration 0.9mmAL
Anode Type Rotating Anode
Target Angle 12degrees
Weight 16kg
4-way Float-top Table
Dimension 1500 x 700 x 785mm
Longitudinal Travel 400mm
Transverse Travel 200mm
Control Method Dual Foot-Switch
Weight 120kg (excluding HFG)

X-ray Generator
Model SXG-32R SXG-40R
Power Rating 32kW 40kW

Line Nominal

Line Phase 1Φ(Single-Phase) 1Φ(Single-Phase) 3Φ(Three-Phase)
Line Voltage 230V±10% , 50/60Hz 230V±10% , 50/60Hz 400V±10% , 50/60Hz
Line Current 250A 300A 100A per Phase
Apparent Power 55kVA 65kVA

kV Range 40 to 125kV, 1kV step 40 to 125kV, 1kV step
mA Range 10 to 400mA 10 to 500mA
Timer Range 1ms to 10sec, 36steps 1ms to 10sec, 36steps
mAs Range 0.1 to 400mAs 0.1 to 500mAs

Max. Power Output
400mA@80kV
320mA@100kV
250mA@125kV

500mA@80kV 
400mA@100KV
320mA@125kV

Rotor Supply Low Speed Starter (LSS) Low Speed Starter (LSS)
Technique Selection 2-Point Control(kV/mAs) & 4-Point Control(kV/mA/Time/mAs)
Reproducibility Coefficient of Variant : kV<0.005 , Time<0.005, mAs<0.01
Accuracy kV<±(3%+1kV), mA<±(5%+1mA), Time<±(1%+1ms), mAs<±(3%+1mAs)
Linearity Coefficient of Linearity < 0.01 : CL=(X1-X2)/(X1+X2), where X is mR/mAs
Dimension (DxWxH) 430 x 620 x 640mm
Weight 108kg 108kg 110kg

Beam Limiting Device (Collimator)
Max. X-ray Tube Voltage 150kVp
X-ray Field 43x43cm@FD100cm
Adjustment Manual
Light Projection 280-160LUX@FD100cm
Inherent Protection 1.2mm AL EQV
Projection Lamp LED
Lamp Timer 30 seconds
Dimension 225 x 240 x 185mm

820mm [32.3in]

1500mm [59.1in]
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